: |
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SOCKET

A

8.0 5.59
MAX
: { = 1.58 |
[O0O0O0O0O0O00000000O0] ‘
1.58
| Bl
_7L8 12
SOLDER "\ 0.46 DIA
PC
MSW - GM - **

[ — No. of Contacts

GM
GF
M
JF

Solder, Plug, Pins

Solder, Receptacle, Sockets
PCB, Plug, Pins

PCB, Receptacle, Sockets

REVISION HISTORY

REVISION DATE COMMENT
0 02/20/19 INITIAL RELEASE | A
PIN —
A
TR N LENGTH A (REF) B
8.7
MAX 2.67 2POS 3.8
HHOHHdHHdHHBEBEBEE | 3POS 475
4POS 6.35 -
5POS 7.92
- i —158 6 POS 9.52
[e]e)le]ele]olelelele)olololo)e) 7POS 1110
) \ 8 POS 12.70 c
158 9 POS 14.30
|_T T 10 POS 15.88
4 8.5 128 11 POS 17.66
| ' 12 POS 19.23 |
1 13 POS 20.62
SOLDER N 14 POS 22.23
046 DIA 15 POS 23.80
PC I
NOTES:

INSULATOR MATERIAL : GLASS FILLED PEEK
CONTACTS - COPPER ALLOY, GOLD PLATED

TECHNICAL SPECIFICATIONS.

THIS DOCUMENT IS SOLE PROPERTY OF MILSPECTWEST AND IS ISSUED IN STRICT CONFIDENCE THAT IT
WILL NOT BE REPRODUCED IN ANY WAY OR USED TO SOLICIT BUSINESS OF A COMPETITIVE NATURE.
DISTRIBUTION OF THIS DOCUMENT IS PROHIBITED UNLESS WRITTEN CONSENT IS OBTAINED FROM

COMPAERO, INC. THIS DOCUMENT IS SUITABLE FOR ENGINEERING EVALUATION AND MAY BE USED IN

2 3

UNLESS OTHERWISE NOTED:
DIMENSIONS ARE IN MM
DO NOT SCALE THIS

DRAWING RS

MILSPECWEST- MICROCOM PRODUCTS

DESCRIPTION:

STRIP CONNECTORS

DRAWING
FRACTIONS ARE +1/16 CHECKED TS
XX DECIMALS ARE + 0.25
XXX DECIMALS ARE * 0.13
ANGLES ARE +2°
QA. KB

DWG. NO.
MSWV ** - **

REVISION: O
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